<table>
<thead>
<tr>
<th></th>
<th>7 TeV Signal efficiency</th>
<th>7 TeV Background retention</th>
<th>8 TeV Signal efficiency</th>
<th>8 TeV Background retention</th>
</tr>
</thead>
<tbody>
<tr>
<td>Luminosity</td>
<td>1.7</td>
<td>1.7</td>
<td>1.2</td>
<td>1.2</td>
</tr>
<tr>
<td>Trigger, reconstruction</td>
<td>2.0</td>
<td>2.0</td>
<td>2.0</td>
<td>2.0</td>
</tr>
<tr>
<td>Delayed signals</td>
<td>2.2–3.7</td>
<td>0</td>
<td>2.2–3.7</td>
<td>0</td>
</tr>
<tr>
<td>IP calibration</td>
<td>0</td>
<td>0.7</td>
<td>0</td>
<td>0.7</td>
</tr>
<tr>
<td>Hadron electron rejection</td>
<td>0</td>
<td>15</td>
<td>0</td>
<td>15</td>
</tr>
<tr>
<td>Neural Network</td>
<td>2.9</td>
<td>50.0</td>
<td>2.9</td>
<td>50.0</td>
</tr>
<tr>
<td>Total syst. uncertainty</td>
<td>4.5–5.4</td>
<td>52.3</td>
<td>4.3–5.2</td>
<td>52.3</td>
</tr>
</tbody>
</table>